
DRYING AND HEATING CHAMBERS  
WITH PROGRAM FUNCTIONS

Series M Classic.Line | Drying and heating chambers with forced convection and advanced program functions

FEATURES:
•	 Temperature range up to 300 °C
•	 High temperature accuracy thanks to APT.line™ technology
•	 Heat transfer through forced convection
•	 Reinforced fan with adjustable fan speed
•	 Program-controlled exhaust air flap
•	 Controller with enhanced timer and programming functions
•	 RS422 interface

Model M 53

Sizes 2, 4, 9, 14, 26 cu.ft.

Series FP Classic.Line | Drying and heating chambers with forced convection and program functions

FEATURES:
•	 Temperature range up to 300 °C
•	 High temperature accuracy thanks to APT.line™ technology
•	 Heat transfer through forced convection
•	 Adjustable fan speed,adjustable exhaust air flap 
•	 Controller with time-segment and real-time programming
•	 RS422 interface

Model FP 720

Sizes 2, 4, 9, 14, 26 cu.ft.

Advantages at a glance

Broad range of applications Homogeneous temperature  
conditions with forced  
convections

Convenient work environment



Contact us today:

EXCERPT FROM OPTIONS AND ACCESSORIES

Data Logger for temperature Access port with silicone plug Shelf

TECHNICAL DATA

Description FP 53 FP 115 FP 240 FP 400 FP 720 M 53 M 115 M 240 M 400 M 720

Outer dimensions

Width net [in] 25.02 32.9 40.8 48.7 48.7 25.02 32.9 40.8 48.7 48.7

Height net [in] 24.43 27.78 32.5 40.4 60.3 30.73 34.08 38.81 46.9 66.6

Depth net [in] 22.65 25.41 29.35 30.14 34.08 22.65 25.41 29.35 31.32 34.08

Internal Dimensions

Width [in] 15.76 23.64 31.52 39.4 39.4 15.76 23.64 31.52 39.4 39.4

Height [in] 15.76 18.91 23.64 31.52 47.3 15.76 18.91 23.64 31.52 47.3

Depth [in] 13.4 16.15 20.09 20.09 24.03 13.4 16.15 20.09 20.09 24.03

Measures

Interior volume [cu.ft.] 1.9 4.1 8.5 14.1 25.4 1.9 4.1 8.5 14.1 25.4

Net weight of the unit (empty) [lbs] 97 137 212 320 428 134 196 289 381 448

permitted load [lbs] 88 110 154 198 265 88 110 154 198 265

Load per rack [lbs] 33 44 66 77 99 33 44 66 77 99

Performance Data Temperature

Temperature range 5 °C above 
ambient temperature to [°C] 300 300 300 300 300 300 300 300 300 300

Temperature variation at 
150 °C [± K] 2.0 1.8 2.0 2.5 2.0 1.3 1.5 1.5 1.5 1.9

Temperature fluctuation at 
150 °C [± K] 0.3 0.3 0.3 0.3 0.3 0.3 0.3 0.3 0.3 0.3

Heating-up time to 150 °C [min] 24.0 30.0 27.0 35.0 39.0 15.0 16.0 19.0 18.0 21.0

Recovery time after 30 seconds 
door open at 150 °C [min] 5.0 8.0 10.0 17.0 20.0 3.0 3.0 3.0 3.0 3.0

Electrical data

Nominal power  
(version 120 V) [kW] 1.2 1.6 – – – – – – – –

Nominal power  
(version 208 V) [kW] – – 2.7 3.4 5.0 – – – – –

Nominal power  
(version 230 V) [kW] – – – – – 1.2 1.6 2.7 – –

Nominal power  
(version 400 V) [kW] – – – – – – – – 3.4 5.0

Fixtures

Number of shelves (std./max.) 2/5 2/6 2/7 2/10 2/16 2/5 2/6 2/7 2/10 2/16

Cat. No. 08111433 08111434 08111435 08111436 08111437 08111438 08111439 08111440 08111441 08111442

BN20193912


